WAGNER

rmaturen

SERIE 900

PN 16

DN 32 - 600

Industrial application
water, chemicals, gas




Butterfly valves series 900 are manufactured
in DN 32+ DN 600

MAX. WORKING PRESSURE
DN 350+ 600
10 bar*

Type designation:

9248B
L Version of body: B=wafer, T=lug
Material of disc: - see table

Material of seat: - see table
Series 900

DN 32 + 300
16 bar
* 16 bar upon request

Installation between flanges
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Note: All data mentioned for air at 50°C.
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EI Upon request

Demountable model DN 32 + DN 600

Marking: 600B - wafer type
600T - lug type

Movement of disc ensured by four-squa-
red endstem

2\

Seat anchored in body Fivot fixed by pin allows demounting

Materials

Materials of seat and disc

Pos|pc (MATERIAL SPECIFICATION SEAT | 1 |NBR -10°C + 80°C
— 2 [EPDM -25°C +130°C

1|1 |Body ductile iron GGG40 3 |natural rubber (NR) -15°C + 80°C

4 [VITON (FPM) -25°C + 210°C

et 5 |polyuretane (AU) - 15°C + 80°C

2 Disc See table 6 |silicone (UMQ) -25°C + 200°C

7 | epichloridrine -25°C to +200°C
3 o Sosians 8 |HYPALON (CSM) - 15°C + 120°C
4 Stem Stainless steel 13%Cr DISC | 0 |brass

i ] 1 [Aluminium bronze

5 Pivot Stainless steel 13%Cr 2 |stainless steal AISI 304
6 O-ring Brass or Delrin 3 _|Ductile iron

4 |stainless steel AISI 316 L
7 Lock washer Stainless steel 13%Cr 5 |HASTELLOY

: 6 |URANUS Bs
8 Stem O-ring NBR 7 | Titanium
° Etist Grong e Choice of the seat and disc materials for various
10 Pin Zinc coated steel media will be recommended upon specific inquiry
. . Note: When temperature of medium increases

11 Identification plate | Aluminium over 120°C the max. allowed pressure falls:

From 16 bar to 14,4 bar, From 10 bar to 9 bar




Dimensions mentioned in mm, weight in kg
Handlever and gearbox can be filled by contacts for signalisation of end-positions

According to customer’s request is possible to modify the vision of the colour of butterfly val-
ves ABO.

Company ABO is reserving the right to modify the technical parameters of butterfly valves
ABQ.
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